CONTRACT NO. 98924

A seeTion CoUNTY | JOTAL] SHEET
VAR + YARICOUS 23 2
. s < D-9 CONT. MAINT, FY 086-3
THE THICKNESS OF BITUMINOUS MIXTURE SHOWN ON THE PLANS IS THE NOMINAL THICKNESS. DEVIATIONS FROM
THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE INDEX OF SHEETS
EXISTING SURFACE OR BASE ON WHICH THE BITUMINOUS MIXTURE IS PLACED.
FACTORS USED FOR ESTIMATING PLAN QUANTITIES ARE AS FOLLOWS AND SHALL NOT BE USED FOR THE BASIS
OF FINAL QUANTITIES: , , SHEET NO. DESCRIPTION
ALL BITUMINOUS CONCRETE 2.016 TON/CU YD ! COVER SHEET
2 GENERAL NOTES, LIST OF APPLICABLE HIGHWAY STANDARDS
T . TON/CU YD ' ,
ALL AGCREGATE 2.05 70 INDEX OF SHEETS, AND SIGNATURE SHEET
BITUMINOUS MATERIALS
ON PAVEMENT 0.09 GAL/SQ YD 3 SUMMARY OF QUANTITIES
ON AGGREGATE 0.32 GAL/SQ ¥D 4 RESURFACING AND PAVEMENT MARKING SCHEDULES AND MIX DESIGN
AGGREGATE ( PRIME COAT) 0, 0015 TON/SQ YD 5 PAVEMENT PATCHING SCHEDULE
UNLESS OTHERWISE DIRECTED BY THE ENGINEER, BITUMINOUS RESURFACING SHALL BE PLACED IN A SEQUENCE 6-10 TYPICAL SECTIONS
THAT WILL MINIMIZE THE TIME THE CENTERLINE EDGE IS EXPOSED TO TRAFFIC. WHEN AT THE END OF A DAY’'S .
OPERATION THE EXPOSED CENTERLINE EDGE IS GREATER THAN 2,000 FT., THE CONTRACTOR SHALL BE REQUIRED 11-12 CONCRETE COLLAR FOR PRECAST BOX CULVERTS DETAIL - LOCATION #4
TO PAVE IN THE ADJACENT LANE ON THE FOLLOWIN R Y. PRIOR TO WINTER SHUT DOWN, RESURFACING ON . .
A8JACEET]LANEE Ig TSEBE EéoucHT UP TO THE SA&EWELEVE¢ION. ER SHUT DO SURFAS 13 PRECAST CONCRETE BOX CULVERT SECTION DETAIL - LOCATION #4
. 14 PRECAST CONCRETE BOX CULVERT END SECTION DETAIL - LOCATION #4
THE QUANTITY OF SHORT TERM PAVEMENT MARKING SHOWN IN THE PLANS IS BASED ON ONE APPLICATION EACH FOR - .
THE BITUMINOUS SURFACE REMOVAL AND BITUMINOUS SURFACE COURSE. 15 ROUGH GROOVED SURFACE" SIGN, TEMPORARY BITUMINOUS
CONCRETE TRANSITIONS, AND “UNEVEN PAVEMENT SIGN

THE CONTRACTOR SHALL STAMP STATIONING IN THE BITUMINOUS SURFACE AT 300 FT. INTERVALS ALTERNATING
SIDES ON THE OUTSIDE EDGE OF PAVEMENT AND AS DIRECTED BY THE ENGINEER. THE STATION SYMBOL STAMPS
USED SHALL BE FURNISHED BY THE CONTRACTOR. THEY SHALL BE 5 1/2 IN. TALL OF A DESIGN APPROVED BY
THE ENGINEER, AND SHALL REMAIN THE PROPERTY OF THE CONTRACTOR. ‘ )

16-23 CROSS SECTIONS

RECLAIMED ASPHALT PAVEMENT (RAP) WILL NOT BE ALLOWED FOR USE AS AGGREGATE IN AGGREGATE
SHOULDERS TYPE “B".

QUANTITIES SHOWN IN THE PLANS FOR STRIP REFLECTIVE CRACK CONTROL ARE ESTIMATES FOR
LOCATIONS #2-3 ONLY.

QUANTITIES SHOWN IN THE PLANS FOR PATCHING ARE ESTIMATES. THE ACTUAL AMOUNT OF PATCHING
REQUIRED SHALL BE .DETERMINED BY THE ENGINEER

Prepared By:

PRIOR TO PLACEMENT OF THE FINAL PAVEMENT MARKINGS THE RESIDENT ENGINEER SHOULD CONTACT THE
BUREAU OF COPERATIONS AND ARRANGE AN INSPECTION AND APPROVAL OF THE PAVEMENT MARKING LAYOUT

Examined By:
EXISTING SLOPES AT LOCATION #4 NEED HEAVY DISKING TO THE SATISFACTION OF THE ENGINEER BEFORE

PLACING FILL . ‘ [%%%TRILT LAND ACOUISITION SAGINEER
THERE ARE NO COMMITMENTS. ~ Examined By: u(_)b "/Z//,\)MA

ENGINEER

YiﬁAUONZENMNEﬁT

&STRICY CONSTRUC(EIAN ENGINEER

THERE ARE-NO AVAILABLE WASTE SITES WITHIN PROJECT LIMITS.

Examined By:

Examined By:

DEPUTY DIRECTQéng HI&HWA%S, RECION ENCIVEER

b 9 0

DATE

STANDARDS Examined By: & _b2.r |
000001-04 701336-04 ‘ Examined
5 442201-01 702001 -0 A
i 701301-02 780001-01 NGINEER
$ 701306-01 781001-02 Examined
g 701311-02 XRAAAND ]
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GENERAL NOTES, INDEX OF SHEETS, HIGHWAY STANDARDS, & SIGNATURE BLOCK



